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LOAD CHART MANUAL
DIGGER DERRICK OPERATOR

Copyright 1996–2014 National Commission for the Certification of Crane Operators (NCCCO).  
All rights reserved. This document may not be reproduced in whole or in part without express  
written permission of the manufacturer and the consent of NCCCO.

These charts have been adapted from the original manufacturer’s 
charts for use in CCO Written Examinations.

This supplement is not to be used for any other purpose.

For Use in CCO Written Examinations
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The reading and/or using person or entities using this 

publication for and in consideration of the assistance, 

cooperation, and information given by the National Com-

mission for the Certification of Crane Operators (NCCCO) 

in this publication, Digger Derrick Operator Exam Charts 

Booklet, the receipt of which is acknowledged, does hereby 

and for all future time have released, hold harmless from 

any liability, and forever discharged for itself, its admin-

istrators and assigns the said NCCCO from all and any 

manner of action or demands whatsoever in law, in admi-

ralty, or in equity, which against the said NCCCO anyone 

ever had, now have, or which shall be later claimed. This 

agreement relates specifically to any cause of action 

arising out of the publication, information provided, sub-

sequent conduct, and any use of the information provided 

in this publication and related uses or demonstrations of 

skills, methods, and techniques cited in the publication. 

This mutually beneficial release and hold harmless agree-

ment may not be changed orally and exists in perpetuity. 

NCCCO generally and specifically disclaims any warranty, 

merchantability of intended or unintended use, or liability 

for use of the in the information. This publication is issued 

solely as a public service to improve the lifting industry 

and promote public safety.

Copyright 2004–2013 by the National Commission for the 

Certification of Crane Operators. All rights reserved. No 

part of this book may be reproduced or transmitted in any 

form or by any means, electronic or mechanical, including 

photocopying, recording, or by any information storage and 

retrieval system, without prior written permission from the 

publisher. For information, contact the publisher, National 

Commission for the Certification of Crane Operators.

HOLD HARMLESS/RELEASE/DISCLAIMER AGREEMENT
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Digger Derrick Load Charts—Terex
DIGGER DERRICK OPERATOR

FULLY RETRACTED     2ND SECTION EXTENDED

80 4.1 29.3 18820 18820 5.7 38.1 13650 13650
75 5.7 28.8 14530 14530 8.0 37.5 10120 10120
60 10.2 26.5 9210 9210 15.0 34.3 5860 5860
45 13.9 23.2 7140 7140 20.6 29.5 4360 3970
30 17.1 18.9 5850 5450 24.9 23.4 3530 2800
15 18.7 14.1 5020 4590 27.4 16.4 2920 2320
0 19.0 9.0 4130 4130 28.0 9.0 2290 2220

-20 17.4 2.4 2230 2230 25.8 -0.6 970 970
3RD SEC. EXT. -2ND SEC. RET.   2ND & 3RD SEC. EXTENDED 4TH SEC. EXTENDED

80 5.3 38.5 14700 14700 6.9 47.3 11250 11250
75 7.7 37.8 10750 10750 10.1 46.5 8010 8010 NOT APPLICABLE
60 14.8 34.8 6230 6230 19.3 42.6 4420 4420
45 20.6 30.0 4680 4280 26.9 36.4 3200 2670
30 24.9 24.0 3840 3060 32.7 28.5 2540 1860
15 27.5 17.0 3220 2570 36.2 19.3 2060 1520
0 28.3 9.6 2580 2460 37.3 9.6 1560 1440

-20 26.2 -0.1 1280 1280 34.7 -3.2 550 550

WARNING: DERRICK MUST BE MOUNTED 
ACCORDING TO TEREX TELELECT 
INSTALLATION INSTRUCTIONS.  IF DERRICK IS 
MODIFIED IN ANY WAY OR REMOUNTED, TEREX 
TELELECT MUST BE NOTIFIED AS CAPACITIES 
SHOWN MAY BE AFFECTED.
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DIGGER DERRICK
Model: ####

S/N: #############

REF: ##########
OPTIONS:  FBG HYD 3RD, ESK,   
AUG 18, TRANS TPP

1) CAUTION:  MULTIPLE-PART LINES ARE 
REQUIRED FOR LOADS ABOVE 6810 LBS.

2) SYNTHETIC OR ROTATION RESISTANT 
WIRE ROPE MUST HAVE 37200 LB. BREAKING 
STRENGTH AND 2.8% MAXIMUM STRETCH AT 
7440 LB SAFE WORKING LOAD.

3) WIRE ROPE OTHER THAN ROTATION 
RESISTANT MUST HAVE 26040 LB. BREAKING 
STRENGTH.

4) CAPACITIES ARE BASED ON AN 
UNLOADED VEHICLE WEIGHT OF NOT LESS 
THAN 24280 LBS. AND ARE 85% OF TIPPING 
LOADS WITH TRUCK LEVELED ON A FIRM 
LEVEL SURFACE.

5) USE BOOM ANGLE AND SECTION 
EXTENDED CAPACITY IF SECTIONS ARE NOT 
FULLY EXTENDED.

6) ALL OUTRIGGERS MUST BE EXTENDED 
AND SET FIRMLY ON THE GROUND BEFORE 
OPERATING THE DERRICK.

7) WARNING:  ALWAYS REFER TO UPPER 
CONTROL LOAD CHART FOR OPERATION 
FROM BOOM TIP CONTROLS.

These charts 
have been 
adapted from 
the original 
manufacturers’ 
charts for use 
in CCO Written 
Examinations 
and are not 
to be used 
for any other 
purpose.
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Digger Derrick Load Charts—Altec
DIGGER DERRICK OPERATOR
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These charts have been adapted from the 
original manufacturers’ charts for use in 
CCO Written Examinations and are not to 
be used for any other purpose.


